We introduced a novel water-gated field effect transistor (WG-FET) which uses 16-nm-thick mono-Si film as active layer. WG-FET devices use electrical double layer (EDL) as gate insulator and operate under 1 V without causing any electrochemical reactions. Performance parameters based on voltage distribution on EDL are extracted and current-voltage relations are modelled. Both probe-and planargate WG-FETs with insulated and uninsulated source-drain electrodes are simulated, fabricated and tested. Best on/off ratios are measured for probe-gate devices as 23,000 A/A and 85,000 A/A with insulated and uninsulated source-drain electrodes, respectively. Planar-gate devices with sourcedrain insulation had inferior on/off ratio of 1,100 A/A with 600 μm gate distance and it decreased to 45 A/A when gate distance is increased to 3000 μm. Without source-drain electrode insulation, proper transistor operation is not obtained with planar-gate devices. All measurement results were in agreement with theoretical models. WG-FET is a promising device platform for microfluidic applications where sensors and read-out circuits can be integrated at transistor level.
fabrication steps compared to these devices. Furthermore, neither planar and probe gate electrode topologies nor the effect of source and drain electrode insulation have been investigated and modelled before.
Working principle of WG-FET device is summarized for probe-and planar-gate topologies in Fig. 1b ,c, respectively. Thin Si layer is moderately doped with Boron (~10 15 cm −3 ). The WG-FET presented here is an accumulation type device. EDLs are formed on both gate electrode surface and Si active area. Positive charge carriers are attracted to the interface surface in Si layer with application of negative V GS to the gate electrode. This turns on the transistor. For a thin Si film based accumulation mode p-channel MOSFET, expression of channel current for linear regime (V DS > V GS − V FB ) is given as
where μ s is the hole surface mobility, C ox is the oxide capacitance, V GS is the applied gate voltage and V DS is the drain-source voltage difference. V FB is the flat-band voltage and it represents the threshold voltage for accumulation mode transistor since inversion does not occur 30 . The equation becomes
s acc ox GS FB 2 in saturation regime (V DS ≤ V GS − V FB ). In these equations, it is assumed that potential applied on the insulator layer throughout the channel is uniform and equal to V GS which is the case for traditional MOSFET architecture. In WG-FET topology, effective V GS is the voltage on the EDL which is formed on top of the active Si area. The value of this potential on any arbitrary point along the length of the device, V g_EDL (x), is a result of combined effects of source, drain and gate electrodes. Insulation on source and drain electrodes greatly reduces their effects on V g_EDL by introducing extra serial capacitances with low values. Whether being insulated or not, their effects should be taken into account in calculating the channel current to obtain a more realistic model. Therefore, if the channel length is L, voltage of a point on EDL insulation layer can be written in most general form as
where x is from 0 to L. In probe-gate setup, gate electrode is placed in the middle of the channel, on top of the active area. Therefore, its effect is symmetric throughout the channel length. In planar-gate setup, gate electrode is designed surrounding the active area. Symmetric design ensures equal gate-source and gate-drain distances as in Fig. 1a . These symmetric effects of the gate electrodes result in an approximately uniform potential distribution throughout the channel, so the contribution of V GS in V g_EDL should not depend on x which makes k 4 = 0.
To obtain an expression for the channel current, we can use the equation
where C EDL is the capacitance of EDL. V thc stands for a threshold constant. It represents the cumulative effects of trapped charges at the Si/water interface with the flat-band voltage needed to form the channel in accumulation 
is replaced with the corresponding voltage distribution function, channel current can be found as
and in saturation it becomes
In I sat expression of equation (7), k 1 represents the gating capability of the applied V GS . k 2 models the effect of drain electrode voltage on gating. When a negative V DS is applied, it affects the transistor as a competing gate electrode. Therefore, it is desirable to have higher k 1 and lower k 2 values. k 3 depends on both the effect of drain electrode and channel length. It acts as a common multiplier.
Results
Simulation Results. To verify the V g_EDL (x) function and extract parameters, electric field and voltage distribution simulations of WG-FET devices with probe-and planar-gate setups are performed with COMSOL Multiphysics 5.2. For planar-gate setup, two symmetric gate electrodes are placed with a specific distance away from the source and drain electrodes. Two different layouts with gate electrode distances of 600 μm and 3000 μm are used to see the effect of planar gate electrode position on V g_EDL (x). For each topology, versions with and without source-drain electrode insulation are simulated. Device model used in simulations for WG-FETs with source-drain electrode insulation is given in Fig. 2a . Due to alignment errors, insulating layer, photoresist (PR) in this case, overlaps with channel area which creates covered regions. These regions cannot be controlled by gate, therefore they behave like series parasitic resistances, R px , to the transistor. Value of R px depends on fabrication process and can vary from sample to sample. In the case of devices with insulated source-drain electrodes, these parasitic effects are simulated using HSPICE as explained in the next section.
In simulations, voltage distribution on EDL is analyzed for different V GS and V DS values. Fig. 2b shows the simulation results for devices with source-drain electrode insulation. It can be seen that combined effects of drain and gate electrodes result in an uneven voltage distribution on EDL throughout the channel. In planar-gate setup with the closer gate electrode layout, effect of gate electrode on voltage distribution is lower compared to the probe-gate setup and it decreases further when the planar gate electrode is placed in 3000 μm distance.
In devices without source-drain electrode insulation, source and drain electrodes are directly in contact with the water droplet like the gate electrode. Due to absence of insulator overlap with channel area, series parasitic resistance R px does not exist, which is desirable for proper transistor operation. For these devices, difference between simulation results of probe-and planar-gate setups is more significant. In planar-gate setups, effect of gate electrode on voltage distribution is drastically lower and V g_EDL curves dissociate more for different V DS values, compared to probe-gate setup, as seen in Fig. 2c .
The effective voltage on the EDL insulation layer for the WG-FET device is not uniform throughout the channel when V DS is not equal to 0 V. Instead, it is a function of the channel position as V g_EDL (x) as indicated in equation (3). By making linear approximations in simulation results, parameters k 1 , k 2 , and k 3 are calculated for all WG-FET topologies as given in Table 1 . In probe-gate setup with source-drain electrode insulation, approximately 51.5 % of the applied V GS and 1.7 % of the applied V DS are transferred as effective gate voltage. Planar-gate setup with 600 μm gate distance and source-drain electrode insulation, has inferior k 1 and k 2 values relative to probe-gate setup. When the gate electrode distance is increased to 3000 μm for the same setup, k 1 decreases to 0.315 while k 2 increases to 0.032, which indicates that the effect of gate electrode weakens with increasing planar gate electrode distance. For devices without source-drain electrode insulation, probe-gate setup has a comparable k 1 value with a slightly elevated k 2 value with respect to devices with source-drain electrode insulation. On the other hand, planar-gate setups have considerably poor k 1 and k 2 values. For planar-gate setup with 600 μm gate distance, k 1 value is halved whereas k 2 value is doubled compared to probe-gate setup. When the gate distance is increased to 3000 μm, they deteriorate further. For planar-gate setups without source-drain electrode insulation, k 1 and k 2 values are comparable as seen in Table 1 . This implies that the effect of gate electrode voltage is no longer dominant on V g_EDL and the effect of drain electrode gets significant which is not desired for a proper transistor operation. This points to the significance of source-drain electrode insulation on planar gate devices.
Experimental Results. All WG-FET topologies given in Table 1 are fabricated for electrical measurements.
Each topology is also simulated with HSPICE by using equations (6) and (7) with corresponding k 1 , k 2 , and k 3 values for comparison. For devices with source-drain electrode insulation, series parasitic resistances due to insulator overlapping, R px , are added in HSPICE models. In Fig. 3a,b , I DS -V DS and I DS -V GS measurement results are given for probe-gate setup with source-drain electrode insulation. I ON and I OFF currents are measured as 184 μA and 8 nA, respectively, which gives an on/off ratio of 23,000 A/A. Transfer curve measurements for V DS = −1 V (Fig. 3b ) point to an effective threshold voltage of −0.46 V. This corresponds to V thc value of −0.26 V. Both I DS -V DS and I DS -V GS measurement results are parallel with simulations. In experiments, no variation in transistor characteristics was noted due to vertical distance of probe gate electrode as long as it stayed in the water droplet. Also, lateral displacement of probe was tested up to 3 mm and no effect was noticed on measurement results. For planar-gate setup with 600 μm gate distance and source-drain electrode insulation, on/off ratio is found as 1,100 A/A. The effective threshold voltage is calculated as −0.56 V, which results in V thc value of −0.27 V. Decrease in on/off ratio is expected due to inferior k 1 and k 2 values. Simulations are in agreement with measurement results as seen in Fig. 3c . Similarly, for planar-gate setup with 3000 μm gate distance and source-drain electrode insulation, on/off ratio is found as 45 A/A and effective threshold voltage is calculated as −0.63 V. For this measurement, V thc is found as −0.13 V. Increasing gate electrode distance from 600 μm to 3000 μm, decreases on/off ratio further. Theoretical and experimental results are given in Fig. 3d .
In Fig. 4a , I DS -V DS measurement results are given for probe-gate setup without source-drain electrode insulation. Inferior k 1 and k 2 values compared to its counterpart with source-drain electrode insulation suggest worse transistor performance. However, I ON and I OFF currents for this setup are measured as 596 μA and 7 nA, respectively, which gives an on/off ratio of 85,000 A/A. This can be explained due to the absence of R px . When there is no series parasitic resistance due to insulator overlapping, I ON is boosted which significantly increases the on/off ratio. The effective threshold voltage is calculated as −0.51 V, which results in V thc value of −0.26 V. Simulation results are also in agreement with measurements as in Fig. 4a . For planar-gate setup without source-drain electrode insulation, I DS -V DS measurement results are given In Fig. 4b . Gate electrode distance is 3000 μm in this layout. Again, absence of R px manifests itself with high current levels like in the probe-gate layout. However, deteriorated transistor operation can be seen in this graph as expected from the comparable k 1 and k 2 values. It is hard to mention about a proper threshold voltage or on/off ratio about the planar-gate setup without source-drain electrode insulation. Theoretical simulations demonstrate similar behaviour and support the measurement results as seen in Fig. 4b .
These results show that the best on/off ratio is obtained with probe-gate setup for devices with both insulated and uninsulated source-drain electrodes as expected from V g_EDL simulations. Higher k 1 value indicates that higher effective gate voltage can be obtained on the device. In combination with low k 2 , a high on/off ratio is expected. For planar-gate topology, the setup with smaller gate distance gives a higher on/off ratio relative to the one with further gate electrode. When the gate distance was increased from 600 μm to 3000 μm, on/off ratio decreased drastically. These findings are in agreement with the device parameters given in Table 1 and supported by the HSPICE simulations. Effects of source-drain electrode insulation are also tested. For probe-gate setup, transistor operation is affected slightly due to uninsulated source-drain electrodes, since it results in a little lower k 1 and a little higher k 2 values as shown in Table 1 . However, they result in higher on/off ratio compared to the devices with insulated source-drain electrodes, because these devices do not have series parasitic resistances, R px . On the other hand, for planar-gate setup without source-drain electrode insulation, I DS -V DS measurement results show considerable deviations from proper transistor operation due to increasing effect of drain voltage on V g_EDL . Therefore, insulation of source-drain regions is crucial for WG-FET devices with planar-gate topology.
WG-FET

Discussion
A novel WG-FET device using 16-nm-thick mono-Si film is presented. Devices with probe-and planar-gate topologies, and with and without source-drain electrode insulation are modelled and simulated. Device parameters, k 1 and k 2 , model the gating effect of the gate and drain electrodes, respectively. Parameter k 3 has both drain voltage and channel length contributions. As these parameters are extracted from electric field and voltage distribution simulations, current-voltage relations of the transistors are obtained. All modelled and simulated devices are fabricated and tested. Current levels, on/off ratios, and effective threshold voltage values are extracted from Best on/off ratios are obtained with probe-gate setups. 23,000 A/A and 85,000 A/A are measured for devices with insulated and uninsulated source-drain electrodes, respectively. Removing insulation layers on source-drain electrodes in probe-gate devices improves overall device performance even though it results in inferior k 1 and k 2 values. This is because it eliminates a more important factor, the serial resistances under the insulated regions as a result of inevitable alignment errors. In probe-gate devices, lateral or vertical displacement of gate electrode does not result in a significant variation in transistor operation.
Gate electrode distance and source-drain insulation are very critical in planar-gate devices. Their already low on/off ratio decreases from 1,100 A/A to 45 A/A when gate distance is increased from 600 µm to 3000 μm in devices with source-drain electrode insulation. Planar-gate devices with uninsulated source-drain electrodes do not have any proper transistor characteristics. Therefore, insulation of source-drain electrodes is essential for planar-gate setups.
WG-FET is a promising device especially for microfluidic applications. Si/water interface, transistor behaviour and easy fabrication make it suitable to implement and integrate sensors and read-out circuits together. A PR layer with 4 μm thickness is used for both source-drain and field oxide insulation. Thermal SiO 2 thin films are known for having charge traps on interface surface when in contact with water molecules 31 , therefore it is important to insulate field oxide regions to avoid undesired effects of trapped surface charges around the Si active area, and obtain more repeatable results (see Supplementary Material) .
Methods
Electrical contacts are established with source, drain and planar gate electrodes using silver epoxy. Then, a de-ionized water droplet is placed on top covering both planar gate electrode and the Si active region to complete the WG-FET device. Fabrication steps are summarized in Fig. 5a . A micrograph of a fabricated sample device and a picture of the experimental setup are given in Fig. 5b ,c, respectively. Experimental Setup. Current-voltage measurements are performed with probe-and planar-gate setups.
Probe-gate setup is formed by immersing an external probe into the water droplet just on top of the active Si area. For planar-gate experiments, layouts with electrode distances of 600 μm and 3000 μm are used to examine the effect of gate distance on transistor performance. All devices are tested with and without source-drain electrode insulation for comparison. All measurements are carried out with Keithley 4200SCS semiconductor characterization system. Applied voltage is limited to −1.0 V to prevent electrochemical reaction at electrode/water interfaces. Data Availability. The datasets generated during and/or analysed during the current study are available from the corresponding author on reasonable request.
